
Key scenarios

Logos All-in-One
for EV Charging

Logos All-in-One for EV Charging enables seamless, secure, and 
intuitive payment experiences across a wide range of charge point 
manufacturers, EV backend systems and charge point protocols 
(OCPI, OCPP or proprietary)

Part of the Logos All-in-One ecosystem

Intelligent housing options Related use cases Flexible acquiring

... and more
The Logos All-in-One platform supports a growing list of 

use cases: car wash, smart stores, access, vending, 
EV charging, refueling, ticketing, parking, laundries, 

and more...
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Integrated directly
on the charger

Logos PayPoint OPT controls 
up to 8 DC chargers



• Direct charger integration via: 
• LEVP (Logos' proprietary protocol)
• Standard OCPP

• Cloud integration via:
• Standard OCPI (e.g. ChargePanel)
• Proprietary CPO cloud protocols 

(e.g. Monta, Virta)

• 5” high-res screen offers rich customer 
journeys from product selection, 
payment and receipt

• Support for eReceipt via QR code or SMS

• Support for customizable UI (logo, 
colors, branding and videos)

• Versatile hardware installation options 
either as charger-integrated or free-
standing PayPoint OPT to control 
multiple chargers from one payment 
device

• Use Logos Connect and Logos Vision 
to manage and monitor all Logos All-in-
One terminals. In-depth reporting and 
insightful transaction overviews to 
drive informed decision-making

• Public API to support integration to 
apps and ERP systems for transaction 
synchronization, enabling streamlined 
operations and reporting.

• Support for payments by local cards 
and fleet cards
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Logos PayPoint OPT
New slim-line free-standing or wall-mounted OPT with 
UX700 All-in-One payment terminal. 
• Environment: Outdoor
• Material: Stainless Steel (316) 1.5 mm
• IP grade: 65
• Operating Temperature: -30C to +70C
• Humidity: 5% to 90% RH non-condensing
• Size: 230 x 220 x 410mm (Head)
• Column heights: 830 mm, 980 mm, 1.130 mm
• Options: Receipt printer, modem, relays, UPI 

controllers

Verifone UX700 payment terminal
• 5” Touch Display (720 x 1280 HD)
• 10/100/1000 Ethernet
• WiFi 2.4GHz + 5GHz 802.11 
• Optional 4G CAT 4 
• PIN on glass 
• Contactless, Chip & Magstripe Card
• Mifare contactless private label cards
• Front camera for QR scanning
• Audio: Speaker, Buzzer, Microphone 
• Wired: x1 USB Client, x3 USB Host, x1 ETH, x2 

RS232, MDB
• EVA SDM compliant. Cutout: 86.4 mm x 108.7 mm


